
Kodah is a one-of-a kind large scale 
retaining wall. Its modern, linear 
proportions combined with its rough, 
quarried stone texture make it perfect 
for a variety of applications including 
garden walls and tiered walls. 

Kodah’s consistent quality and block 
dimensions eliminate the need to sort 
and sift through natural stone for just 
the right piece.

Visit BarkmanConcrete.com for more information28-02-23

WALL PALLET SIZES (L X W X H)

Standard 
102 x 305 x 203 mm
4 x 12 x 8 in

Smooth Standard 
102 x 305 x 203 mm
4 x 12 x 8 in

Smooth Standard 
102 x 305 x 203 mm
4 x 12 x 8 in

Smooth Standard 
102 x 305 x 203 mm
4 x 12 x 8 in

CORNER PALLET SIZES (L X W X H)

Standard 
102 x 305 x 203 mm
4 x 12 x 8 in

COLOURS

Copper Canyon Fond du Lac Northern Charcoal

Grand WallsGarden Walls

Rosetta®

Kodah

The Look of Natural 
Stone

Pacific Grey



TYPICAL GRAVITY NON-REINFORCED TYPICAL REINFORCED

FREESTANDING WALL SECTION COLUMN INSTALLATION

STEP 1
Place (4) Kodah Corner blocks with the 
same taper, facing into the center of 
the pillar.

STEP 2
Place a second row of (4) Kodah 
corner blocks with the opposite taper, 
facing into the center of the pillar

STEP 3
Continue with subsequent rows to 
the desired pillar height. One pallet of 
Kodah corner blocks will create a 32” x 
32” x 36” tall column.

STEP 4
Place a column cap to finish the pillar. 
The column cap can be cored as 
needed for installation of a lamp.

Visit BarkmanConcrete.com for more information28-02-23

Cap Block

Wall Block

Adhere all blocks and 
caps with concrete 
adhesive

Exposed Height
(Varies)

Bury Depth 
(Varies per Design)

Leveling Pad 
(Depth Varies per Design)

Face of Wall

Face of Wall

Block Orientation 
(Top View)

Drain (4" perforated gravity 
flow to outlet under wall 
every 50' on center and/or 
around ends of wall)Crushed stone 

leveling pad

Foundation soil as specified by engineer
(compact to a min. of 95% max. dry density)

Retained soil

Geotexile Fabric

Crushed stone backfill
(ASTM No. 57

Block Orientation
(3 dimensional top view)

Drainstone between 
and behind blocks

Face of wall

3'-0" 
(exposed) MAX. 

WALL w/o 
REINFORCEMENT

0'-6" (buried)

Leveling pad
(Depth varies 
per design)

Setback wall blocks
3/4" every 6" of height

(7ᵒ wall batter)
Exposed 

height 
(Varies)

Setback wall blocks 
3/4" every 6" of height

(7ᵒ wall batter)

Leveling pad
(Depth varies per 

design)

Geotextile fabric
(optional)

Crushed stone or gravel
Leveling pad (Per design)

Foundation soil as specified by engineer
(Compact to a min. of 95% max. dry density

Drain (4" perforated)
(Gravity flow to outlet under wall 
every 50' on center and/or around 
ends of wall

Vertical placement 
of geogrid layer

(Varies per design)

Retained soil

Grade to drain 
away from wall

Geogrid reinforcement per
detailed design requirements

Drainstone (ASTM No. 57) to 
extend at least 12" behind 
the blocks

Bury Depth 
(Varies per design)

*Requires corner blocks

INSTALLATION NOTES

• Always lift Kodah blocks in teams of two people.

• Mix blocks from multiple pallets in order to achieve the best 
possible color blend.

• To achieve proper setback in a retaining wall (7ᵒ), place each 
row of block  3⁄4" back from the previous row. 

• Lay blocks in random order to avoid the appearance of vertical 
seams.

• Curved walls can be made with a minimum radius of 8 1⁄2 ft.

• For additional strength, adhere rows of block together with 
landscape adhesive.

Reinforced soil



DESCRIPTION

UNIT PALLET ROW PALLET

SIZE (L X W X H) FACE AREA WEIGHT NO. 
OF 

UNITS

FACE AREA NO. 
OF 

UNITS

NO. 
OF

ROWS

FACE AREA WEIGHT

MM IN M2 SQ FT LB M2 SQ FT M2 SQ FT LB

Wall Pallet

152 x 305 x 267 6 x 12 x 10.5 0.05 0.5 57 3 - - 3

3 1.95 21 2400
152 x 533 x 267 6 x 21 x 10.5 0.08 0.875 100 6 - - 6

152 x 762 x 267 6 x 30 x 10.5 0.12 1.25 142 3 - - 3

152 x 1067 x 267 6 x 42 x 10.5 1.6 1.75 200 6 - - 6

Corner Pallet 152 x 533 x 267 6 x 21 x 10.5 0.12 1.34 100 8 - - 16 2 1.95 21 1600

BUNDLE CONFIGURATIONS

Steinbach Office
152 Brandt Street
Steinbach, MB R5G 0R2
T (800)-461-2278
F (204)-326-5915

Winnipeg Office
901 Gateway Road
Winnipeg, MB R2K 3L1
T (800)-342-2879
F (204)-663-4854

Vancouver Office
Port Moody, BC
T 1 800 461 2278
F (604)-949-0321

Calgary Office
813 McCool St. Box 1136
Crossfield, AB T0M 0S0
T (403)-946-4630
F (403)-946-4631

Merritt Office
1132 Midday Valley Rd
Merritt, BC V1K 1M9
T (778)-661-1408


